
H
V

A
C

B
a
la

n
c
in

g
 I

n
s
tr

u
m

e
n

ts
T

E
S

T
E

Q
U

IP
M

E
N

T

SPECIFICATIONS

Service: Clean air.

Temperature Limits:

Process: -40 to 176°F (-40 to 100°C);

Ambient: 5 to 125°F (-15 to 51°C).

Range:

RH: 0 to 100% (non-condensing);

Temperature: -20 to 140°F

(-29 to 60°C).

Accuracy:

RH: ±2% @ 25°C (10 to 90% RH); 

±4% (0 to 10, 90 to 100% RH);

(±0.3 @ 25°C).

Response Time: 1.5 s.

Probe Length: 8˝ (203 mm) insertion.

Battery Charging Limits: 32 to 113°F

(0 to 45°C). (Wireless Only).

Power Requirements: 3.7 V

YT562447 Lithium ion battery, installed

functional, user replaceable. (Note:

Intended to be operated with power

cables less than 3 m in length).

(Wireless Only).

Maximum Wireless Distance: 50´

(15 m). (Wireless Only).

Handle Enclosure: Thermoplastic

elastomer over polycarbonate.

Supplied With: Wrist strap.

Weight: 11.2 oz (317 g).

Agency Approvals: CE (not while

charging), RoHS, FCC compliant.

Thermo-Hygrometer Probe
Wireless, Measures Humidity, Temperature, Dew Point, & Wet Bulb Temperatures

Model

RP2

SPECIFICATIONS

Service: Dry, clean air.

Temperature Limits:

Process: -20 to 212°F (-29 to 100°C);

Ambient: 5 to 125°F (-15 to 51°C).

Range:   

Air Velocity: 0 to 6000 FPM

(0 to 30 m/s);

Volumetric Air: 999,999 in selected 

flow units;

Temperature: -20 to 212°F

(-29 to 100°C).

Accuracy:

Air Velocity: ±3% FS within 

temperature range of 40 to 90°F

(4 to 32°C);

Temperature: ±0.5°F (±0.28°C).

Response Time: 1 s.

Probe Length: 8˝ (203 mm) insertion.

Battery Charging Limits: 32 to 113°F

(0 to 45°C). (Wireless Only).

Power Requirements: 3.7 V

YT562447 Lithium ion battery, installed

functional, user replaceable. (Note:

Intended to be operated with power

cables less than 3 m in length).

(Wireless Only).

Maximum Wireless Distance: 50´

(15 m). (Wireless Only).

Handle Enclosure: Thermoplastic

elastomer over polycarbonate.

Supplied With: Wrist strap.

Weight: 11.2 oz (317 g).

Agency Approvals: CE (not while

charging), RoHS, FCC compliant.

Thermo-Anemometer Probe
Wireless, Measures Velocity, Flow, & Temperature

Model

AP2

ТЕХНИЧЕСКИЕ ХАРАКТЕРИСТИКИ 
Работа: Сухой, чистый воздух. 
Температурные пределы:

Рабочий: от -29 до 100°C;

Окружающая среда: от -15 до 51°C. 
Диапазон:

Скорость воздуха: 0 to 6000 FPM

от 0 до 30 м/с;

Волюметрический воздух: 999,999 

выбранных единиц потока;

Температура: от -29 до 100°C.

Точность:

Скорость воздуха: ±3% FS в 
температурных пределах от 4 

до 32°C;

Температура: ±0.28°C.

Время отклика: 1 сек.

Длина зонда: 203 мм. 
Лимиты заряда батареи: от 0 до
45°C. (Только беспроводная).

Требования к питанию: 3.7 V 
YT562447 Литий- ионная батарейка, 

в комплекте, заменяема 
пользователем. (Заметка: 
Предназначен для работы с 
силовыми кабелями менее 3 м в 
длину). (Только беспроводная).
Максимальное беспроводное 
расстояние: 15 м. (Только 
беспроводное).

Материал рукоятки: 
Термопластичный эластомер поверх 
поликарбоната. 
Поставляется с: Наручный 
ремешок.

Вес: 385 г.
Официальные сертификаты: CE 

(не во время зарядки), RoHS, FCC.

100мм лопастной термо-анемометр
Беспроводной, измеряет скорость, поток, влажность и температуру

Model

VP2

RoHS

RoHS

RoHS

Scan here 
to watch 
product video

Scan here 
to watch 
product video

Сканируйте здесь, 
чтобы смотреть 
видео продукта 

Model AP2, Wireless Thermo-Anemometer Probe for use with the Model UHH

handheld meter and the Mobile Meter™ test instrument mobile app

Модель VP2, Беспроводной 100мм Лопастной термо-анемометр для исполь-
зования с портативным измерителем UHH и мобильным приложением 
Mobile Meter ™

Model RP2, Wireless Thermo-Hygrometer Probe for use with the Model UHH

handheld meter and the Mobile Meter™ test instrument mobile app
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