
SPECIFICATIONS

Service: Clean air.

Temperature Limits:

Process: -40 to 176°F (-40 to 100°C);

Ambient: 5 to 125°F (-15 to 51°C).

Range:

RH: 0 to 100% (non-condensing);

Temperature: -20 to 140°F (-29 to 60°C).

Accuracy:

RH: ±2% @ 25°C (10 to 90% RH); ±4% (0 to 10, 90 to 100% RH);

Temperature: ±0.54 @ 77°F (±0.3 @ 25°C).

Response Time: 1.5 s.

Probe Length: 8˝ (203 mm) insertion.

Weight: 12.8 oz (362 g).

Agency Approvals: CE, RoHS.

Thermo-Hygrometer Probe
Wired, Measures Humidity, Temperature, Dew Point, & Wet Bulb Temperatures

Model

RP1

ТЕХНИЧЕСКИЕ ХАРАКТЕРИСТИКИ 
Среда: сухая, чистый воздух.             
Температурные пределы:

Рабочий: от -29 до 100°C;

Внешняя среда: от -15 до 51°C. 
Диапазон:

Скорость воздуха: от 0 до 30 м/сек.);             
Волюметрический воздух: 999,999 

выбранных единиц;

Температура: от -29 до 100°C.
Точность:

Скорость воздуха: ±3% FS в температурных пределах от 4 до 32°C;

Температура: ±0.28°C.

Время отклика: 1 сек.

Длина зонда: 203 мм .
Вес: 362 г.
Официальные сертификаты: CE, RoHS.

Термо-анемометр для портативного измерителя UHH 

Проводной, измеряет скорость, поток и температуру

Модель
AP1

SPECIFICATIONS

Service: Dry, clean air.

Temperature Limits:

Process: -20 to 212°F (-29 to 100°C);

Ambient: 5 to 125°F (-15 to 51°C).

Range:   

Air Velocity: 0 to 6000 FPM (0 to 30 m/s);

Volumetric Air: 999,999 in selected flow units;

Temperature: -20 to 212°F (-29 to 100°C).

Accuracy:

Air Velocity: ±3% FS within temperature range of 40 to 90°F (4 to 32°C);

Temperature: ±0.5°F (±0.28°C).

Response Time: 1 s.

Probe Length: 8˝ (203 mm) insertion.

Weight: 15.2 oz (431 g).

Agency Approvals: CE, RoHS.

100 mm Vane Thermo-Anemometer Probe
Wired, Measures Velocity, Flow, Humidity, & Temperature

Model
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Model RP1, Wired Thermo-Hygrometer Probe for the Model UHH

Модель AP1, Термо-анемометр для портативного измерителя UHH 

Model VP1, Wired 100 mm Vane Thermo-Anemometer Probe for the Model UHH
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